TRACK MOUNTED
ACCESS PLATFORM

9m, 12m & 17m
Working heights

Superh Gradeability
Will climb very steep
inclines as high as 60% (31°)

Excellent Traction
Better grip on uneven terrain

Fully Proportional

Hydraulic Controls
Ergonomic & reliable

Weight Saving Design
Lower cost transportation and
better fuel economy on site

Non-Marking Tracks
Optional rubber-free tracks
available for indoor usage

Variabhle Width Tracks

Access to narrow openings
improving versatility




TrackDrive

Weight saving designs mean
that site-to-site transportation
is more economical. The
platforms are also more
efficient, allowing them to
work for longer while using
less fuel.

TD90

Also available are rubber-free

urethane tracks. Ideal for

internal or clean applications,

these tracks will increase the

number of locations that the

TrackDrives can work, greatly

improving their utilisation
Specifications TD90 TD120TN TD120T TD170
Height - Working 9.70m 12.20m 12.20m 17.10m
Height - Platform 7.70m 10.20m 10.20m 15.10m
Outreach - Working 3.50m 6.10m 6.10m 8.70m
Slew 355° 406° 406° 3550
Width - Travelling 0.75m 0.75m - 1.15m 1.10m - 1.50m 1.85m
Width - Working 2.10m 2.93m 3.55m 4.37m
Height - Stowed 1.90m 1.90m 1.90m 2.10m
Length 3.70m 3.95m 3.95m 5.60m
Weight 850kg 1770kg 1650kg - 1850kg 2900kg
Platform Capacity 120kg 120kg 200kg 200kg
Platform Size 0.60m x 0.60m 0.75m x 0.65m 1.10m x 0.65m 1.10m x 0.65m
Drive Speed 1.3 - 2.1mph 0.6 - 1.0mph 0.6 - 1.0mph 0.6 - 1.0mph
Gradeability 30% 60% 60% 32%

Control System

Fully proportional hydraulic




